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PAVEMENT STRENGTH SURVEY / PAVEMENT CONDITION SURVEY

PAVE. | SOL [SUBGRADE| SUBBASE | BASE SURFACE | o | PAVEMENT STRENGTH | AEMARKS
DENT. | CLASS | CLASS | COURSE | COURGE | COURSE MAX. GROSS LOAD 0LBSI
SNGLE | DUAL |DUAL TAR
AUNWAYS
R-1 CBR=7.6 5.5 P—208 | 1.8" P—609 1" P—402 12,500 d
TAXIWAYS
T-1 |CBR=7.6 5.5" P—208 | 1.8" P—609 | 1" P—402 | 12,500 3
-3 6" COMP. | 6" P—208 | 2° P—40IR 12,500 P
APRONS
A—1 [CBR=7.6 5.5" P—208 | 1.8" P—B09 | 1" P—402 | 12,500 3F
A-2 6" COMP. | 6" P—208 | 2" P—401R =
REMARKS:

[C> ADAP—03, 1981 ORIGINAL CONSTRUCTION
[Z> SUBGRADE = CEMENTED SILTY GRAVEL & HARD PAN

[3>> AIP—01, RUNWAY, APRON, AND TAXIWAY OVERLAY

[2> AIP—02, 1994, CONSTRUCT PARTIAL PARALLEL TW FOR RW 12/30, CONSTRUCT ACCESS

TW, EXPAND APRON
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1994 SURVEY AREA
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